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Certificate of Compliance 
 

Certificate: 1007880 Master Contract: 188513 

Project: 80124184  Date Issued: 2022-04-25 

Issued To: Kafrit NA Ltd. 
 Gloucester Industrial Estates 

5411 - 275th St 
 Langley, British Columbia, V4W 3X8 
 Canada 

 
               Attention: Robert Samplonius 

 

The products listed below are eligible to bear the CSA Mark shown 
    

 
 

 

 
 

 
 Issued by: 

 
Grazyna Blazejewska 
Grazyna Blazejewska 

 
 
PRODUCTS 
CLASS - C762101 - PLASTIC PIPE Polyolefin Compounds
CLASS - C762161 - PLASTIC PIPE Polyolefin Compounds Evaluated to NSF/ANSI 61 
 
Cross-linked polyethylene (PEX) compounds for use in hot and cold-water distribution systems, including 
potable water applications: 
PEX 5306 TA 1108 HD (red, blue, white colour). 
PEX 5206 TA 1108 HD (natural colour). 
 
 
APPLICABLE REQUIREMENTS 
 
CSA Standard B137.5:20 - Crosslinked Polyethylene (PEX) Tubing Systems for Pressure Applications 
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Notes: 
 
Products certified under Class C762101 have been certified under CSA’s ISO/IEC 17065 
accreditation with the Standards Council of Canada (SCC). www.scc.ca 

 

 
 

Products certified under Class C762161 have been certified under CSA’s ISO/IEC 17065 
accreditation with the American National Standards Institute (ANSI). www.ansi.org 

 

 
 
 
  



  

 
 

DQD 507 Rev. 2019-04-30 © 2018 CSA Group.  All rights reserved. Page 1 

Supplement to Certificate of Compliance 
 

Certificate: 1007880 Master Contract: 188513

The products listed, including the latest revision described below, 
are eligible to be marked in accordance with the referenced Certificate. 

 Product Certification History  
 
Project Date Description

80124184 2022-04-25 Report update - addition of the alternate base resins “HD6704.18” and 
“HD6704.16”, and upgrade of the designation code for TA1108 HD natural 
to PEX 5206; Certification issued to B137.5:20. 
 

80078958 2021-05-26 Certification update to Report No.1007880 to CSA B137.5:20 Standard 
according to CSA Plumbing Products Notice No.338. 
 

70032173 2015-05-12 Addition of alternate masterbach formulations and Certification update to 
Report 1007880 to CSA Standard B137.5-13 according to CSA Plumbing 
Products Notice No.251. 
 

2734565 2014-07-24 Update to Certification Report - editorial changes and clarification. 
 

2414486 2011-07-18 Certification update to Report 1007880 to record changes to QC methods 
description and addition of the Langley, BC facility as a production side of 
catalyst masterbatches. 
 

2254951 2010-09-22 Certification update for PEX compounds TA 1108 HD for use in hot and 
cold water distribution systems, including potable water applications, to 
CSA B137.5-09 per CSA Notice(s) No.193 and No.212. Delisting of PEX 
compound TA 1108 HD in black colour. 
 

2174422 2009-07-09 Report 1007880 update to record manufacturing of the processing aid "PA 
0835 HD" in the Langley, BC factory in addition to Silon Czech Republic 
factory. Update of "Factory Tests" and "Description" sections of report. 
 

1872366 2008-10-17 (Ed. 9) Update of "Factory Tests" and "Description" sections of report. 
 

1614602 2005-11-24 Review data for compliance with NSF/ANSI 61 section 4-2003e 
requirements. Update Certification of PEX compound TA 1108 HD to CSA 
B13 7.5-02 in accordance with CSA Plumbing Products Notice No 140. 
 

1470043 2004-02-18 Addition of black colour, addition of UV & MD, and new Catalyst MB 
names 
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